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SVR-116-- Hardware Specifications
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[Cameras

Add Camera
Max. Channels
Supported Brands

Manual/Smart Camera Search
16

Axis/Sony/Panasonic/AVTech/Canon/D-Link/ACTi/Zavio/
AMTK/Vivotek

[Vldeo
Compression MIPEG/MPEG-4 Part 2/H.264
Resolution HD/MegaPixel/FD1/CIF/QCIF

Max. Frame Rate

480 fps (D1) in MPEG4

[Audio

Streaming
Compression

One-way audio
G.711, G726

(Live Vi

ew

Display Mode
Split Screen
Full Screen
PTZ Support

Sequence Mode

Live View/Playback/Full Screen

1/4/16

1/4/16

Virtual PTZ Panel/Auto Pan/Preset Point/Preset Sequence

Sequence All/Manually Selected cameras in 1/4 split view
with configurable timer

Snapshot Video snapshot in JPEG format
(P1layback s
Split Screen 1/4

Seach Method
Playback Controls

Time/Date, Event
Play/Pause/Stop/Forward/Reverse/Speed Adjust/Frame
by Frame

Export AVI  Export Playback Videos to Local Computer in AVI Format
(Recording .
Capacity Depends on hard disk

Recording Mode
Scheduling Types

Manual/Continuous/Scheduling/Event
Manual Select/Profile-based/Weekly Mode

[Applications

Network Cameras

Network Switch

When you are on the road or travel
away from your home or office, the
NVR gives you the same level of user
experience as you are inside your
home or office network
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[Network

Protocols

Streaming Pro-
tocols

HTTP/SMTP/DHCP/ARP/NTP/DNS/UPNnP/FTP
Depend on the supported cameras

[User Ma
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Management
Number of Groups
Privileges

User/Group

7 (Administrator/Guest/User Define * 5)

Live View/Playback/System Configurations/Camera Con-
figurations/Recording Configuration/Event Configuration/
Maintenance

[Trigger

s ¢ Events TN

Events

Event Actions

Event Recording

System Events -- System Start/Shutdown, System Set-
tings modified, Camera Settings Modified, Start Recycle,
Disk Full

Camera Events -- Motion/Sensor Detection
HTTP/Mail/FTP/Buzzer/Record

Pre/Post Event Settings

[Central

Management D

Central Manage-
ment

Bundled with 256Ch. Central Management Software

[Logs

(CMS)

Log Types

Alert/Event/User Access

[Systems

Mini. Hardware
Requirements

Mini. Software
Requirements

CPU: Intel Pentium 4 or higher @ 2Ghz
RAM: 1GB or above
Network: 100 Megabit Network Interface or above

IE Browser version 7 or above

[General

Languages
Packaging

The NVR can be quickly and easily configured into your exist-
ing local IP network along with the network cameras. Users can
control, record, and view live videos right through a web browser
from another PC on the network
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English/Trad. Chinese/Simp. Chinese/Japanese/Spanish

NVR (HD NOT included)/CD with Software tool/Datasheet/
Quick Guide/User’s Manual/Warranty Card/Power Adapter

EN/v11/05102010/001
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Network Switch

Remote Monitoring




