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Two-way audio

Compression

Streaming

        slennahC .xaM

          edoM yalpsiD Live View/Playback/Full Screen
        neercS tilpS 1/4/
       neercS lluF 1/4/

PTZ Support Virtual PTZ Panel/Digital PTZ/Auto Pan/Preset Point/
Preset Sequence

Sequence Mode Sequence All/Manually Selected cameras in 1/4 split view 
with  timer

         neercS tilpS 1/4
        dohteM hcaeS Time/Date, Event

4

        slortnoC kcabyalP Play/Pause/Stop/Forward/Reverse/Speed Adjust/Frame 
by Frame

Snapshot Video snapshot in JPEG format

Events System Events -- System Start/Shutdown, System Set-
tings  Camera Settings  Start Recycle, 
Disk Full
Camera Events -- Motion/Sensor Detection

Event Actions Mail/FTP/Record

         sepyT goL Alert/Event/User Access

Capacity Depends on hard disk
Recording Mode Manual/Continuous/Scheduling/Event

Mini. Hardware 
Requirements

CPU: Intel Core 2 Duo @ 2.4Ghz or higher
RAM: 1GB or above
Network: 100 Megabit Network Interface or above

Mini. Software 
Requirements

IE Browser version 7 or Above

Event Recording Pre/Post Event Settings

Languages

Packaging SVR-304 Basic (HD NOT included)/CD with Software tool/
Datasheet/Quick Guide/User’s Manual/Power AdapterScheduling Types Manual  Mode

Management User/Group     

Number of Groups 7 (Administrator/Guest/User  * 5)
Privileges Live View/Playback/System  Con-

  
Maintenance    

MJPEG/MPEG-4 Part 2/H.264
Resolution HD/MegaPixel/FD1/CIF/QCIF

Max. Frame Rate 120 fps (1.3 MegaPixel, H.264)

Cameras

Video

Audio

Live View

Playback

Recording

User Management

Triggers & Events

Logs

(Client PC)
Systems

General

HTTP/SMTP/DHCP/ARP/NTP/DNS/UPnP/FTP

Network

Protocols
Streaming Pro-

tocols
Depend on the supported cameras

Add Camera Manual/Smart Camera Search

Export AVI Export Playback Videos to Local Computer in AVI Format

Storage

Mobile Device Live image view through mobile device’s web browser
Support iPhone/Blackberry/WinMo 6.5/Symbiam S60

Storage Support SATA x 2, Max. 1.5TB per drive

Supported Brands

Max. Recording 
Throughput

18 Mbps

E-Map Motion Detected Event Display on E-Map/Google Map

Axis/Sony/Panasonic/AVTech/Canon/D-Link/ACTi/Zavio/
AMTK/Vivotek/Arecont Vision/Etrovision/Level 1/Mobotix/
Toshiba/Abus/Planet/Pixord/IQInvision/A-Linking/Brick-
com/Hunt/Sanyo/Dynacolor/Hikvision/AirLive

English/Trad. Chinese/Simp. Chinese/Japanese/Span-
ish/Italian/German/Danish/Czech/Polish/French/Rus-
sian/Slovensky/Hungarian/Portuguese


